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AGITATION UNITCUSTOM ENGINEERED HASH
SPECIFIC SEPARATOR UNIT 

COLLECTION UNIT

RECIRCULATION
CONTAINER

PERFORMANCE
 FRESH FROZEN INPUT 20 kg
 DRY INPUT 6 kg
RECOMMENDED RUNTIME 1 - 2 hr
 REQUIRED OPERATORS 1
 AGITATION CAPACITY PER KG INPUT (FRESH FROZEN) 7.5 L/kg
 WATER CONSUMPTION PER RUN 175 L
 ICE CONSUMPTION PER RUN @15°C WATER TEMP 80 kg
MACHINE UP-TIME OVER 8 HOURS 6 HOURS

SYSTEM SPECIFICATIONS
 POWER REQUIREMENTS 230 V / 1 Ph / 60 Hz
 NOMINAL INPUT CURRENT TBD
 LINE FUSE TBD
 UNIT WEIGHT EMPTY 420 kg
 UNIT WEIGHT FULL 620 kg
 MINIMUM DOORWAY SIZE 32"

TECHNICAL SPECIFICATIONS
 FALSE BOTTOM SCREEN SIZE 260 µ (CUSTOMIZABLE)
 COMPONENT IP RATING IP65 - IP69K
 WETTED COMPONENTS MATERIAL 
.SPECIFICATIONS 316 SS

 NON-WETTED COMPONENT SPECIFICATIONS 304 SS
 TANK INSULATION 1" AP ARMAFLEX

INCLUSIONS
AUTOMATED HASH DEWATERING SYSTEM
 STAINLESS STEEL MOTORS AND SANITARY PUMP KIT
 VARIABLE FREQUENCY CONTROL FOR ALL DRIVES
 SIGHT GLASS, DRAIN VALVE AND FRESH WATER INJECTION SYSTEM
 AUXILIARIY SELECTION AND SIZING

OPTIONAL ADD ONS
 GMP AND EU-GMP SYSTEM UPGRADES AND QUALITY DOCUMENTS
 INTEGRATED TOUCH SCREEN, ELECTRICAL CABINET WITH TEMPERATURE 
.SENSING AND RECIPE FUNCTIONALITY
TEMPERATURE SENSOR AND DISPLAY
 32 GAL LAB SERIES 3/4 MESH BUBBLE BAGS
GLYCOL JACKETING
CLEAR COVERS
 SYSTEM TOOLS AND SPARE PARTS BOX
 ON-SITE COMMISSIONING AND TRAINING
 TECHNICAL SUPPORT PACKAGE
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Whistler Technologies products are 
warrantied against defects for twelve months.
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