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UPRIGHT POSITION DURING OPERATION

TIPPED POSITION TO DRAIN TANK

PERFORMANCE
FRESH FROZEN INPUT 1 - 10 kg
DRY INPUT 0.5 - 3 kg
8 HOUR MAX FRESH FROZEN THROUGHPUT 40 kg
8 HOUR MAX DRY THROUGHPUT 12 kg
REQUIRED OPERATORS 1
AGITATION CAPACITY PER KG INPUT (FRESH FROZEN) 7.5 L/kg
WATER CONSUMPTION PER RUN 120 L

SYSTEM SPECIFICATIONS
POWER REQUIREMENTS 110/230 V / 1 Ph / 60 Hz
NOMINAL INPUT CURRENT 5 A
UNIT WEIGHT EMPTY 90 kg (200 lbs)
UNIT WEIGHT FULL 180 kg (400 lbs)

TECHNICAL SPECIFICATIONS
FALSE BOTTOM SCREEN SIZE 279 micron
COMPONENT IP RATING IP68
WETTED COMPONENTS MATERIAL SPECIFICATIONS 316 SS, 32 Ra
NON WETTED COMPONENT SPECIFICATIONS 304 SS

INCLUSIONS
PROCESS TEMPERATURE PROBE
TOUCH SCREEN OPERATION
WIFI CONNECTIVITY FOR OVER THE AIR SOFTWARE UPDATES
EASY-DUMP TANK TIPPING SYSTEM
VARIABLE AGITATION SPEED CONTROL
RUN TIMER FUNCTIONALITY
BOTTOM ENTRY AGITATION
SINGLE TOROUS AGITATION
SERVICEABLE MECHANICAL SHAFT SEAL
TILT DETECTION SAFETY SYSTEM
ADJUSTABLE FEET
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Whistler Technologies products are 
warrantied against defects for twelve months.
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