
 26.8in  27.1in 

 30.2in 

PERFORMANCE
FRESH FROZEN INPUT 1 - 10 kg
DRY INPUT 0.5 - 3 kg
8 HOUR MAX FRESH FROZEN THROUGHPUT 40 kg
8 HOUR MAX DRY THROUGHPUT 12 kg
REQUIRED OPERATORS 1
AGITATION CAPACITY PER KG INPUT (FRESH FROZEN) 7.5 L/kg
WATER CONSUMPTION PER RUN 120 L

SYSTEM SPECIFICATIONS
POWER REQUIREMENTS 110/230 V / 1 Ph / 60 Hz
NOMINAL INPUT CURRENT 5 A
UNIT WEIGHT EMPTY 52 kg (115 lbs)
UNIT WEIGHT FULL 142 kg (315 lbs)

TECHNICAL SPECIFICATIONS
FALSE BOTTOM SCREEN SIZE 279 micron
COMPONENT IP RATING WASHDOWN
WETTED COMPONENTS MATERIAL SPECIFICATIONS 316 SS, 32 Ra
NON WETTED COMPONENT SPECIFICATIONS 304 SS

INCLUSIONS
PROCESS TEMPERATURE PROBE WITH DIGITAL DISPLAY
VARIABLE AGITATION SPEED CONTROL
BOTTOM ENTRY AGITATOR DESISIGN
SINGLE TOROUS MIXING PATTERN
SERVICEABLE MECHANICAL SHAFT SEAL

201 - 1420 ALPHA LAKE ROAD
WHISTLER, BC
CANADA V8E 0R8
TEL: +1 604 962 1420
whistlertechnologies.ca
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Whistler Technologies products are 
warrantied against defects for twelve months.
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Enquire about our 6* service program
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